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Absaugtechnik

Cars

Trucks

Utility Vehicles

Special Vehicles

Diesel-Locomotives

Special Applications _ _
Integrated automatic solutions

for the exhaust extraction

MORE THAN A CLEAN SOLUTION

Perfectly
integrated




NORFI

Solutions

Vehicles in start up areas, test stands and

trim lines. Fully automated NORFI systems will

ensure a clean air environment!

- systems that do not require any
manual operation

- extraction elements that "know" which
type of vehicle they extract from

The latest NORFI exhaust extraction systems combine
our vast experience in exhaust extraction with
state-of-the-art sensor and control technology. They
can help you to increase the automation level on your
production line, reducing costs and improving the
work environment:

- sophisticated sensor technology identifies different
vehicle models and moves the extraction elements
automatically into the ideal extraction position

- modern control technology allows for complete
integration into your production and process control
system, with your specific requirements being
considered and implemented

- ideal positioning of the extraction elements guarantees

perfect extraction efficiency

For more than 30 years,

NORFI has supplied the automotive
industry with tailor-made exhaust
Production line extraction systems. With the latest
technology, there are virtually no
limits anymore regarding integration
and automation.

NORFI in Production Lines

NORFI's engineers have developed solutions that are easily
integrated into your production facility which removes

the requirement for the workers to operate the extraction
equipment.

For example, a contact-free exhaust extraction system can
determine whether a vehicle is correctly located in the start
position. The extraction units are then automatically placed
behind the exhaust pipes and capture the exhaust gas. The
extraction trolleys synchronously follow the vehicle moving
at precisely the same speed. There is no mechanical
connection to the vehicle. The system automatically varies
the speed of the extraction trolley in line with the vehicle.
At the end of the extraction track the extraction unit is
automatically retracted and moves back to the start position
via a separate return track.






